Technical харктеристики the plane (рус. And анг.).
	The maximal allowable lay weight
	-
	2220 kg

	As much as possible allowable take-off weight
	-
	2200 kg

	Weight of the empty plane
	-
	1285 kg

	Weight of demountable floats (switching МПП, beams, fixture and so forth)
	-
	200 kg

	General capacity of fuel tanks
	-
	780 л

	The average hour charge of fuel
	-
	80 л

	Stock of fuel (hours of flight, an economic mode)
	-
	12.5 ч.

	Commercial loading (passengers + fuel)
	-
	935 kg

	Cargo
	-
	870 kg

	Fuel at the maximal commercial loading
	-
	65 kg

	Quantity(Amount) of places (passengers + the pilot)
	-
	6 + 1

	Total amount of interior
	-
	4.8 M3

	Volume of a tail cargo compartment
	-
	2.0 M3

	Range of flight with макс. Loading
	-
	500 km

	перегоночная range (АНЗ fuel on 30 mines)
	-
	3000 km

	макс. Cruiser speed
	-
	297 km/h

	Recommended cruiser speed on 75 % of capacity of engines
	-
	275 km/h

	Economic cruiser speed on 50 % of capacity of engines
	-
	220 km/h

	Length of start (ВПП, a standard atmosphere)
	-
	250 m

	Length of start (water, a standard atmosphere
	-
	360 m

	The recommended minimal length ВПП
	-
	550 m


